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Order Information  
 

Fabrication Supplies 
Part  Description Qty Unit Cost 
VMP-001 Mounting Plate Standard (blue)  $19.00 
VMP-002 Mounting Plate Heavy Duty (green)  $23.00 
VMP-004 Lamination Dummy  $12.00 
VLM-001 1/8Ó PETG Plastic (16Ó x 16Ó)  $4.85 
VLM-002 3/8Ó PETG Plastic (16Ó x 16Ó)  $15.75 
VLM-003 1/2" PETG Plastic (16Ó x 16Ó)  $21.00 
VLM-101 Carbon Fiber Braid 5.0Ó (per pound*)  $62.00 
VLM-102 Carbon Fiber Braid 8.0Ó (per pound*)  $62.00 
VLM-201 Fiberglass Braid 5.0Ó (per pound*)  $35.00 
VLM-202 Fiberglass Braid 8.0Ó (per pound*)  $35.00 

Standard ($41.00) & HD ($51.00) Silicone Suspension Sleeves 
Part Description Qty Part Description Qty 
VL3-001 Standard Sleeve size #1  VL3-101 HD Sleeve size #1  
VL3-002 Standard Sleeve size #2  VL3-102 HD Sleeve size #2  
VL3-003 Standard Sleeve size #3  VL3-103 HD Sleeve size #3  
VL3-004 Standard Sleeve size #4  VL3-104 HD Sleeve size #4  
VL3-005 Standard Sleeve size #5  VL3-105 HD Sleeve size #5  
VL3-006 Standard Sleeve size #6  VL3-106 HD Sleeve size #6  
VL3-007 Standard Sleeve size #7  VL3-107 HD Sleeve size #7  

Urethane V-Spots ($7.00) & V-Spots with cover ($12)  
Part Description Qty Part Description Qty 
VUS-001 V-Spot Size #1   VUS-101 V-Spot Size #1 with cover  
VUS-002 V-Spot Size #2  VUS-102 V-Spot Size #2 with cover  
VUS-003 V-Spot Size #3  VUS-103 V-Spot Size #3 with cover  

Urethane spots are used for extra cushioning in laminations, fibula head, distal tibia.  Gorilla 
urethane glue is recommended as an adhesive.  Ask for a DVD instructional guide for use. 

Silicone V-Spots ($7.00) Standard (white) and extra soft (blue) 
Part Description Qty Part Description Qty 
VSS-001 V-Spot Size #1   VSS-101 V-Spot Size #1 extra soft  
VSS-002 V-Spot Size #2  VSS-102 V-Spot Size #2 extra soft  
VSS-003 V-Spot Size #3  VSS-103 V-Spot Size #3 extra soft  

Silicone spots are used for volume management.  There is no adhesive for silicone. 
 

Notes  
 
 
 
 

*Carbon and fiberglass are bought and sold by the pound.  According to the manufacturer, the material length can vary 
depending on how tight it is stretched.  The average length per pound for each material is listed below.  
Carbon Fiber 5.0 dia. 7.6 ft/pound Fiberglass 5.0 dia. 11.4 ft/pound 
Carbon Fiber 8.0 dia. 4.8 ft/pound Fiberglass 8.0 dia. 6.4 ft/pound 

 

 

Velocity  (ve -'lŠs-e-te)       
the rate of speed at which 
a prosthetic device moves 
through a manufacturing 
process following the 
direction a nd 
commitment of the 
company.  
 

ÒAt Velocity Labs we take 
our name very seriously. 
Commitment, quality, and 
speed are what we 
believe in. It is that passion 
that drives our work and 
allows you to focus more 
closely on what really 
matters Ð your patients. 
Velocity Labs is 
independently owned and 
operated, you can count 
on service that is always 
personalized to fit your 
needs.  

All of our products and 
services utilize state -of-the 
art technology in order to 
bring you the lightest, 
strongest, and most cost -
effec tive product possible.  

Whether you need 
Velocity Labs to provide 
occasional services for 
your overflow, 
components for 
manufacture, or all of your 
fabrication needs, we will 
always be there to deliver 
a quality, on - time 
product.Ó  

 

BILL TO: 
 

Company   

Address   

  

City/State/Zip     

Contact     

Phone   Fax  
 

SHIP TO: 
 

Company   

Address   

  

City/State/Zip     

Contact     

Phone   Fax  
 

PO#                   SHIPPING (via UPS) Circle Priority:  NEXT DAY AIR         2ND DAY         3RD DAY        GROUND 

 


